
 

 

Daksh 

19” Rack Mounted 4 in 1 ABT compliant Class 0.2S  CTPT Operated Metering 

Daksh is a complete metering 

solution with four class 0.2S meters 

in one standard 19” enclosure, with 

an independent  master module for 

single point administration and 

monitoring, a regular incremental 

backup system and an advanced 

display system with state of the art 

graphing capabilities. Daksh is 

highly modular and is designed in a 

standard 19”  3U rack, to facilitate 

deployment.  

 

Each Meter is a 3 phase, 4 wire, 

class 0.2S, HT CT/PT operated ,ABT 

compliant, Time of Use, static 

Electricity meter conforming to IEC-

62053-22 , IEC-62054 and IS14697. 

All of them feature a Dual 

processor Environment with one 

processor dedicated to metrology 

& computation and the second for 

communication & calculations. 

Class 0.2S as per IEC 62053-22, IS-14697:1999, CBIP report 88 

Full 4 quadrant metering for up to four feeders simultaneously 

128x64 Graphical LCD with a charting engine 

Navigate and compare parameters across feeders in a single key stroke  

Regular incremental backups of each metering module 

Dual Auxiliary Power Supply 

Complete and flexible time of use metering, with provisions for seasons 
and types of days 

TOU function is supported by EPSON’s factory calibrated RTC with an 
accuracy of up to 2 minutes per year.  RTC developed on GENUS 
feedback has a 32.768KHz internal crystal with a stability of better than 
±4 PPM. Each meter module and the master module have their 
separate and independent RTCs which are synced on a regular basis 

Frequency profiling at a resolution of better than 0.02 Hz 

ABT compliant 

Hot swappable metering modules with draw out CT shorting on 
withdrawal 

standard 19”  3U rack, measures 482mm x 342mm x 132.5mm approx. 
and weighs 5.65Kg approx. 

User Programmable/ Configurable 4 potential free independent 
auxiliary outputs each in all four meter modules, 2 auxiliary outputs in 
the master module 

Built in and/or add on modems for AMR based on GSM, GPRS and LPR 
can be integrated 

All modules are hot swappable draw out type 

Each meter module has 2 metrological outputs proportional to active 
and reactive/apparent energies 

Detects all types of tampers, frauds and anomalies & prevents energy 
pilferage 

Dynamic CT PT error compensation 

The product is shipped with an efficient meter reading program and a 
highly user friendly base station software URJA for METER data 
processing  

Support for High baud rates, up to 38.4kbps 

APPLICATIONS INCLUDE   Bulk Metering, Captive Power Plants, Feeder Monitoring, Grid Sub 
Stations, Bulk energy transfer points, Open access customers, Wind mills etc 


