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GSM / GPRS MODEM 
 

     
 
FEATURES 
Dual Band GSM/GPRS modem 
(EGSM900/1800 MHz) designed for 
data, fax, SMS  
Fully Type Approved, Fully compliant 
with ETSI GSM Phase 2 
Output power: 
Class 4 (2W @ 900 MHz) 
Class 1 (1W @ 1800 MHz) 
Power supply: 
Input voltage: 5.5V-32V 
�  5mA in idle mode, 140mA in 
communication GSM 900 @ 12V 
�  5mA in idle mode, 100mA in 
communication GSM 1800 @ 12V 
�  Peak 1,7A @ 5.5V Overall 
dimensions: 69.5 x 50 x 1 mm 
 
DATA/FAX, SHORT MESSAGE 
SERVICES 
GSM Data/Fax features: 
�  Data circuit asynchronous, transparent 
and non transparent up to 14,400 bits/s 
�  Automatic fax group 3 (Class 1 and 
Class 2) 
�  MNP2, V.42bis 
 
 
 

 
GPRS packet Data features: 
�  GPRS Class 10, PBCCH support 
   Coding schemes: CS1 to CS4 
   Compliant with SMG31bis 
�  Optional embedded TCP/IP stack 
 
Short Messages Services features: 
�  Text and PDU 
�  Point to point (MT/MO) 
�  Cell Broadcast 
 
OTHER FEATURES 
�  Advanced Open Software Platform: 
Open AT 
�  Fixed Dialing Number 
�  SIM Toolkit Class 2 
�  SIM, network and service provider 
locks 
�  Software upgrade through Xmodem 
Protocol 
�  UCS2 character set management 
 
INTERFACES 
�  RS-232 through mini sub-D 9-pin               
connector supporting: 
  Serial link auto shutdown controlled 
  By software (AT)  
  Serial Baud rate (300 to 115200 bps) 
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 Default: 9600 bps 
 Autobauding (300 to 38400 bps) 

 
AT commands inter face: 
• GSM 07.05 and 07.07 AT commands 
• Comprehensive set of enhanced 
AT commands 
Open AT APIs: 
�  Power supply through 
Micro-FIT 4-pin connector 

 
�  SMA antenna connector (3dbi) 
�  SIM holder (3V SIM interface) 
 
Temperature Range 
� 20°C to +55°C Operating 
� 25°C to +70°C Storage  
Humidity  
� 95% RH (non-condensing) 
 
 

 
Accessories:

1. 3 dBi antenna with cable  
2. Data cable (RS232) 
3. SMPS Based Power Supply (optional) 
4. BOX for MODEM (optional) 

 
 
NOTE- We also do customization. 

 
 

 
 
 
 
 
 
 
 


